
PRODUCT FEATURES
lntel® i3 8th and 9th Gen or Celeron processors

Fanless, Low Noise, Compact: 8.7" W x 11" D x 4" H

Dual-channel support, up to 64GB

TPM2.0 (Infineon SLB9665)

USB 2.0/3.0, VGA, Dual DP, M.2 slots

2 standard serial ports, Dual Ethernet (1Gbit)

Compatible with Windows 10 and Windows 11

AI/ML tools, Intel OpenVINO

IP67 rating, submersible up to 3ft 3in
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Introducing the CorBox IP67, an industrial-grade PC engineered for rugged reliability and high perfor-
mance. With Intel® i3 8th and 9th Gen or Celeron processors, this compact yet powerful PC delivers 
seamless multitasking capabilities, complemented by dual-channel memory support of up to 64GB 
and a minimum 128GB SSD. Designed to thrive in challenging environments, its fanless, low-noise 
enclosure is IP67-rated, allowing submersion up to 3ft 3in, making it water-resistant and suitable for 
harsh conditions. Equipped with Microsoft Windows 10 and 11 compatibility and pre-installed AI/ML 
software like Intel OpenVINO, the CorBox IP67 ensures versatility and e�ciency. With robust securi-
ty features, extensive connectivity options, and compliance with industry standards, it's the ultimate 
solution for industrial computing needs.

TECHNICAL SPECIFICATIONS
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Processor CPU Intel® i3 8th and 9th Gen or Celeron processors (35 Wa�)

Enclosure Fanless / Low Noise 8.7" W (9.4 With Wall Mount) x 11.02" D x 4" H

Memory DIMM Dual channel support, with ECC or non-ECC U-DIMMs up to 64GB

Storage SSD Solid-state disk with a minimum capacity of 128GB

Opera�ng System MS Windows opera�ng system, including windows 10 and 11

So�ware Support
AI/ML so�ware, including Intel OpenVINO. CorMonitor pre-installed (compa�ble with
CorGrid)

Water Imersion IP67 rated- enclosure can be submmersed up to 1 meter (3� 3 in)

Dimmensions 8.7" W (9.4 With Wall Mount) x 11.02" D x 4" H

Security TPM2.0 Infineon SLB9665

USB Up to 6 USB 2.0 and 3.0

Video VGA, Dual DP

M.2 1 x M.2-2230 E-Key) 1 x M.2-2280 M-Key)

Serial Ports 2 standard and 1 op�onal

Ethernet Dual Ethernet ports (1Gbit), Ether CAT capable

Opera�ng Temp. 0~60°C (32~140°F)

Non Opera�ng Temp -40~75°C

Opera�ng Humidity 0%-90% rela�ve humidity, non-condensing

Compliance Cer�fica�ons Designed to compliance FCC, CE, RoHS, Rehat cer�fied

Warranty Standard 1-year manufactured warranty. Op�onal extended warranty available

Ordering Part Number TBD
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